
Geo1X-GREEN
Cross laser with green laser diode

 · 4 x AA Alkaline battery
 · Wall/tripod mount
 · Padded carrying case

 · A vertical and horizontal line com-
bine to form a laser cross

 · Self-levelling function can be 
locked for manual use

 · Visual/acoustic alarm when out of 
self-levelling range

 · Wall/tripod mount
 · - magnets on back side
 · - screw hole for wall-attachment
 · - 1/4“ & 5/8“ connection
 · Use with receiver FR 75-MM / FR 
55 / FR 55-M (optional)

 · Cross line laser with clearly visible green laser lines. Robust rubberised housing, 
easy operation - the ideal partner for levelling work indoors.

FEATURESSIMPLY GREEN – FOR THE PROFESSIONAL ENTRY

 

 * depending on room illumination

 ART.-NO. 541250

SUPPLIED WITH

TECHNISCHE DATENTECHNICAL DATA

Self-levelling range

Accuracy 

Laser diode / class 

Working range without receiver

Working range with receiver (optional)

Power supply

Operating time 

Dust/waterprotection

± 3°

± 3 mm / 10 m 

green / 2

30 m* (radius) 

60 m (radius) 

4 x AA Alkaline

5 h

IP 54

EAN CODE

4045921015548

Green laser

OPTIONAL

 · Set Li-Ion battery + Charger 
Operating time 10 h


